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SURFACE WATER MONITORING RESULTS

DATE: December 9, 2009 NPDES PERMIT # ID-002832-1

TO: US EPA Region 10, WEQ, NMFS, USFWS

FROM: Formation Capital Corp., U.S.

SUBJECT: Fall Quarter 2009, Semi-Annual Surface Water Monitoring

In accordance with the permit requirements of the National Pollutant Discharge

Elimination System (NPDES) Permit No. m-002832-l, samples were collected in the

summer quarter 2009 at Formation Capital Corporation’s (Formation) Idaho Cobalt Project

(ICP). No discharge has occurred at Outfall 001, because the outfall has not been

constructed.

SURFACE WATER REVIEW

Water Quality

Water quality grab samples were collected from three surface water sampling sites

required for NPDES reporting in October 2009. As required by the permit, results of all

surface water monitoring of WQ-24a, WQ-28, and WQ-30 as part of routine monitoring

are provided in Table 1. Laboratory analytical reports are available on request.

WQ-24a

Dissolved copper was reported above the maximum MDL as specified in the permit.

Dissolved copper was reported in the bottle blank. The concentration of dissolved copper

measured in WQ-24a was reported at the same concentration as that in the bottle blank.

Dissolved copper concentrations in WQ-24a may be biased high.
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WO-28

Dissolved cadmium and copper concentrations were reported above their respective

maximum MDLs as specified in the permit. Dissolved and total recoverable cadmium and

selenium concentrations and dissolved copper were reported above the reporting limit in

the bottle blank. The dissolved and total recoverable cadmium and selenium

concentrations in the sample collected at WQ-28 are within three times the respective

values reported in the bottle blank. These analytes may be biased high in the sample

collected from WQ-28. Dissolved cadmium and selenium concentrations were greater

than their respective total recoverable concentrations.

WQ-30

WQ-30 was added to the monitoring plan to provide data downstream of NPDES Outfall

001, this location meets the requirements described in Section I.D.1.(b) of the permit. Data

from this location and WQ-24a, which is upstream of the outfall, will document any

potential changes in water quality from the NPDES discharge.

Measured dissolved copper concentrations were reported above the maximum MDL

specified in the permit.
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